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Aluzinc cAsing

stAinless steel heAting elements

Rolled RubbeR seAls foR duct connection

two-stAge oveRheAt pRotection

circular electric duct heaters type eKA are designed to heat individual and in-
dustrial premises, or can be used for air handling units. the temperature of the 
heaters is controlled by ventmAtiKA temperature controllers eKR.

type diameter min. airflow [m3/h] voltage [v/50hz] power [kw]

EKA 100 100 40 1~230 0.3,0.6,0.9,1.2

EKA 125 125 70 1~230 0.3, 0.6, 0.9, 1.2, 1.8, 2.4

EKA160 160 110 1~230 0.3, 0.6, 0.9, 1.2, 1.8, 2.4

2~400 3.0, 5.0, 6.0

3~400 6.0

EKA 200 200 170 1~230 0.9, 1.2, 2.0, 2.4, 3.0

2~400 3.0, 5.0, 6.0

3~400 6.0

EKA 250 250 270 1~230 1.2, 2.0, 2.4, 3.0

2~400 3.0, 5.0, 6.0

3~400 6.0, 9.0, 12.0

EKA 315* 315 415 1~230 1.2, 2.0, 2.4, 3.0

2~400 3.0, 5.0, 6.0

3~400 6.0, 9.0, 12.0

EKA 400 400 690 1~230 3.0, 5.0, 6.0

2~400 3.0, 5.0, 6.0

3~400 6.0, 9.0, 12.0, 15.0, 18.0

EKA 500 500 1060 2~400 3.0, 5.0, 6.0

3~400 6.0, 9.0, 12.0, 15.0, 18.0, 24.0

* Also can be available and 355 mm diameter

* Dimension for 12/15 kW heaters

ELECTRIC DUCT HEATERS EKA 

Accessories (optionally)

type of heater Temperature controllers for heaters type EKA

EKR 6.1 (for 1 and 2 
phase)

EKR 15.1 (3 phase) Temperature sensor 

TJK10K

EKA 100 + - +

EKA 125 + - +

EKA 160 + + +

EKA 200 + + +

EKA 250 + + +

EKA 315 + + +

EKA 400 + + +

EKA 500 + + +
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